OILTEMPERATURE REGULATORS FOR PIPEWORK
INSTALLATION
TYPE LIST

Manx. flow rate m*/h Connection Specials

Oiltemperature regulator (complete), 3-ways, pipework installation
X1.239.%).000 6 M16 x 1,5
X1.241.%).000 6 R 3/4”
X1.247.+).000 6 M26 x 1,5 Manual emergency operation
X1.252.%).000 6 R1/2”
X1.256.%).000 6 M26 x 1,5 For higher temperatures
X1.273.%).000 6 M26 x 1,5 Fuel resistant
X1.217.%).000 7,5 Flange, 4 x M8
X1.203.).000 10 M45 x 1,5
X1.253.%).000 10 R1”
X1.254.%).000 10 R11/4”
X1.255.%).000 10 R11/2”
X1.218.%).000 15 Flange, 4 x M10
X1.230.%).000 15 Flange, 4 x M10 3 mm slot to radiator

) = Other start-to-open-temperature on request (°C): 40, 55, 85, 71, 79, 83, 87, 85.Technical madifications reserved.
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Am Talfeld 5 Fax: +49 (0) 8022 / 70684-29 Ac S
83703 Gmund am Teg. E-Mail: info@acs-germany.de

Germany http://www.acs-germany.de




